Professional semiconductor

device manufacturer

P4ASMA SERIES

SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSORS

FEATURES

* For surface mount application

* Built-in strain relief

* Excellent clamping capability

* Low profile package

* Fast response time: Typically less than
1.0ps from 0 volt to BV min.

* Typical Ir less than 1 A above 10V

* High temperature soldering guaranteed: .

260°C / 10 seconds at terminals

MECHANICAL DATA

* Case: Molded plastic
* Epoxy: UL 94V-0 rate flame retardant
* Lead: Solderable per MIL-STD-202,
method 208 guranteed
* Polarity: Color band denotes cathode end except Bidirectional
* Mounting position: Any

GK XXX

VOLTAGE RANGE
6.8 to 600 Volts

400 Watts Peak Power

® "GK" represents the brand name

® "XXX"represents the periodic code

® "yY" represents the product type marking

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Rating 25°C ambient temperature uniess otherwies specified.
Single phase half wave, 60Hz, resistive or inductive load.
For capacitive load, derate current by 20%.

RATINGS SYMBOL VALUE UNITS
Peak Power Dissipation at Ta=25°C, Tp=1ms(NOTE 1) Prk Minimum 400 Watts
Peak Forward Surge Current at 8.3ms Single Half Sine-Wave

superimposed on rated load (JEDEC method) (NOTE 3) Irsu 40 Amps
Ma.)(l.mun? Instantenous Forward Voltage at 25.0A for Ve 35 Volts
Unidirectional only

Operating and Storage Temperature Range Ty, Tste -55 to +150 c

NOTES:

1. Non-repetitive current pulse per Fig. 3 and derated above Ta=25C per Fig. 2.
2. Mounted on Copper Pad area of 5.0mm?(.013mm Thick) to each terminal.
3. 8.3ms single half sine-wave, duty cycle = 4 pulses per minute maximum.
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Professional semiconductor P4SMA SERlES

device manufacturer SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSORS

RATING AND CHARACTERISTIC CURVES
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P4SMA SERIES

SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSORS

Pat Nmber. et BredkdownVollage V@ o Camping e man  Menmem  Manns
Voltage Ve Current IPP Leakage lrg
Vrwm Ir @ lep A
) Min(V) Max (V) (mA) (V) (A) (nA)
P4SMA6.8A P4SMAB.8CA 5.8 6.46 7.14 10 10.5 38.10 1000 6V8A 6V8C
P4SMA7.5A P4SMA7.5CA 6.4 7.13 7.88 10 11.3 35.40 500 7V5A 7V5C
PASMAS.2A P4SMA8.2CA 7.0 7.79 8.61 10 12.1 33.06 200 8V2A 8v2C
P4SMA9.1A P4SMA9.1CA 7.8 8.65 956 1 13.4 29.85 50 V1A ov1IC
PASMA10A PASMA10CA 8.6 9.50 10.50 1 14.5 27.59 10 10A 10C
P4SMA11A P4SMA11CA 9.4 10.45 11.55 1 15.6 25.64 5 1A 1C
PASMA12A P4SMA12CA 10.2 11.40 12.60 1 16.7 23.95 5 12A 12C
P4SMA13A P4SMA13CA 11.1 12.35 13.65 1 18.2 21.98 1 13A 13C
P4SMA15A PASMA15CA 12.8 14.25 15.75 1 21.2 18.87 | 15A 15C
P4SMA16A P4SMA16CA 13.6 15.20 16.80 1 22.5 17.78 | 16A 16C
P4SMA18A P4SMA18CA 15.3 17.10 18.90 1 25.2 15.87 1 18A 18C
P4SMA20A P4SMA20CA 17.1 19.00 21.00 1 27.7 14.44 | 20A 20C
P4SMA22A P4SMA22CA 18.8 20.90 23.10 1 30.6 13.07 | 22A 22C
P4SMA24A PASMA24CA 20.5 22.80 25.20 1 33.2 12.05 | 24A 24C
P4SMA27A P4SMA27CA 23.1 25.65 28.35 1 375 10.67 1 27A 271C
P4SMA30A P4ASMA30CA 25.6 28.50 31.50 1 414 9.66 | 30A 30C
P4SMA33A P4ASMA33CA 28.2 31.35 34.65 1 45.7 8.75 | 33A 33C
P4SMA36A P4SMA36CA 30.8 34.20 37.80 1 49.9 8.02 1 36A 36C
P4SMA39A P4SMA39CA 33.3 37.05 40.95 1 53.9 7.42 | 39A 39C
P4SMA43A P4SMA43CA 36.8 40.85 45.15 1 59.3 6.75 1 43A 43C
P4SMA47A PASMAA47CA 40.2 44.65 49.35 1 64.8 6.17 1 47A 47C
PASMA51A P4SMA51CA 436 48.45 53.55 1 70.1 5.71 | 51A 51C
P4SMA56A PASMA56CA 47.8 53.20 58.80 1 77.0 5.19 | 56A 56C
PASMAG2A P4SMA62CA 53.0 58.90 65.10 1 85.0 4.71 | 62A 62C
P4SMAG8A PASMAB8CA 58.1 64.60 71.40 1 92.0 4.35 1 68A 68C
P4SMA75A PASMA75CA 64.1 71.25 78.75 1 103.0 3.88 | 75A 75C
P4SMA82A P4SMAB2CA 70.1 77.90 86.10 1 113.0 3.54 | 82A 82C
PASMA91A PASMA91CA 77.8 86.45 95.55 1 125.0 3.20 | 91A 91C
P4SMA100A P4SMA100CA 85.5 95.00 105.00 1 137.0 2.92 | 100A 100C
P4SMA110A P4SMA110CA 94.0 104.50 115.50 1 152.0 2.63 1 110A 110C
P4SMA120A P4SMA120CA 102.0 114.00 126.00 1 165.0 2.42 | 120A 120C
P4SMA130A P4SMA130CA 111.0 123.50 136.50 1 179.0 2.23 1 130A 130C
P4SMA150A P4SMA150CA 128.0 142.50 157.50 1 207.0 1.93 1 150A 150C
P4SMA160A P4SMA160CA 136.0 152.00 168.00 1 219.0 1.83 1 160A 160C
P4SMA170A P4SMA170CA 145.0 161.50 178.50 1 234.0 1.71 1 170A 170C
P4SMA180A PASMA180CA 154.0 171.00 189.00 1 246.0 1.63 | 180A 180C
P4SMA200A P4SMA200CA 171.0 190.00 210.00 1 274.0 1.46 | 200A 200C
P4SMA220A P4SMA220CA 185.0 209.00 231.00 1 328.0 1.22 | 220A 220C
P4SMA250A P4SMA250CA 214.0 237.50 262.50 1 344.0 1.16 | 250A 250C
P4SMA300A P4SMA300CA 256.0 285.00 315.00 1 414.0 0.97 | 300A 300C
P4SMA350A P4SMA350CA 299.3 332.50 367.50 1 482.0 0.83 1 350A 350C
P4SMA380A P4SMA380CA 324.9 361.00 399.00 1 524.4 0.76 | 380A 380C
PASMA400A PASMA400CA 342.0 380.00 420.00 1 552.0 0.72 | 400A 400C
P4ASMA440A P4SMA440CA 376.2 418.00 462.00 1 607.2 0.66 | 440A 440C
P4SMA500A PASMA500CA 427.5 475.00 525.00 1 690.0 0.58 | 500A 500C
P4SMA520A P4SMA520CA 444.6 494.00 546.00 1 717.6 0.56 1 520A 520C
P4SMAS550A PASMAS550CA 470.3 522.50 577.50 1 759.0 0.53 | 550A 550C
P4SMAG00A P4SMAB00CA 513.0 570.00 630.00 1 828.0 0.48 | 600A 600C
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Soldering parameters

Pb-Free assembly

Reflow Condition
(see as bellow)

-Temperature Min (Ts(min)) +150°C FIG5: Reflow condition
tp
Pre -Temperature Max(Ts(max)) +200°C T -
Heat Ram Cr iica 1Zo ne
; ; - TieT
-Time (Min to Max) (ts) 60-180 secs. T ’
. t
Average ramp up rate (Liquid us Temp
° Ts(max)
(TL) to peak) 3C/sec. Max i Ramp-
Ts(max) to TL - Ramp-up Rate 3°C/sec. Max ;ep P'ehe:t
Ts(min)

-Temperature(Ti)(Liquid us) +217°C tel:ra —l

Reflow e
-Temperature(tL) 60-150 secs. 2 L fimeto peak ] —
I 1 Time
Peak Temp (Tp) +260(+0/-5)C emperatue
°C

Time within 5°C of actual Peak Temp (tp) 30 secs. Max

Ramp-down Rate 6°C/sec. Max

Time 25°C to Peak Temp (Tp) 8 min. Max
Do not exceed +260°C

Package Dimensions & Suggested Pad Layout

SMA
X1
—— x —
I i \ i
' r R
] SMA | ‘
C | | A Dim | Min | Max ‘ G ’
4 + A | 240 | 2.79 I
< > B 3.99 4.50
B G C 1.32 1.47
ﬂ < D - 0.20
E . 5.28
3 / \ G g?g 0.31 Dimensions Value (in mm)
S v I H 0.76 1.52 ) 220
e Sl J 1.98 | 2.29 = 750
H All Dimensions in mm X 2'30
E X1 6.50
Y 2.00
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Tape & rell specification

Tape Symbol Dimension (mm)
PO 4.00+0.20
P1 4.00+0.20
P2 2.00+0.20
e T
ﬂf DO 1.60+0.20
5 D1 1.60+0.20
3 E 1.75+0.20
—»KOL* F 5.50+0.15
SECTION : B-B w 12.00+0.25
% % A0 2.75+0.20
A0
BO 5.25+0.20
SECTION : A-A
KO 2.45+0.25
T 0.20+0.10
7" Reel D2 176.05.0
D3 55.0Min.
D4i H— X
DI D4 14.0£2.5
i W1 14.0+2.5
i Quantity: 2000PCS
13" Reel
o D8 330.045.0
' D9 73.0Min.
Dloi H—
- STy 1l po
‘@' T D10 14.0£2.5
E w3 14.0+2.5
} i
. R e Quantity: 5000PCS
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